
Recessed Power Outlet 
with Low Voltage In-Wall Cable Routing
Compatible with Peerless-AV® SAX762PU and SAX772PU mounts

The In-Wall Cable Routing and Power Accessory, from Peerless-AV, provides a flush cable 
management solution. The accessory fits easily inside the wall mounting plate of compatible 
Peerless-AV flat-panel mounts and creates the perfect in-wall solution for you to plug in your 
devices and run your low voltage cabling. This tidy routing and power accessory provides 
surge suppression protection for your valuable  electronic components.

ACCXT400

   Fits neatly into the SAX762PU or 
SAX772PU wall plate, for a flush 
installation

   15 amp/125 volt duplex 
power receptacle with surge 
suppressor protection

   Three cable pass-throughs 
route low-voltage cabling 
inside the wall

   Low-profile design allows 
for a flush installation to 
complement the mount’s 

 slim design

   Clean installation provides 
power outlet directly behind 
the flat-panel display

FeatureS

CLICK: peerless-av.com CaLL: 800.865.2112 FaX: 800.359.6500

tHree CaBLe PaSS-tHrOuGHS 
Cleanly runs low-voltage 
cabling through your wall

LOW-PrOFILe DeSIGN 
Mounts flush to the mount 
surface and fits neatly into 
the wall mounting plate of 
SAX762PU and SAX772PU

SurGe PrOteCtION 
Protects your valuable 
electronic components

Shown attached to 
Peerless-AV SAX762PU mount

15 aMP/125 VOLt OutLet 
Safely and tidily powers 
your flat-panel display and 
electronic components

Contact your Peerless-AV® sales representative for more information

Cable ManagementExploded view



A R C H I T E C T S   S P E C I F I C A T I O N S
The SmartMountXTTM Recessed Power Outlet with Low Voltage In-Wall Cable Routing shall be a Peerless-AV® model ACCXT400 and shall be located where indicated on 

the plans. It shall feature scratch resistant black fused epoxy finish. Assembly and installation shall be done according to instructions provided by the manufacturer.

LIT-0981

PACKAGE SIZE (W x H x D) PACKAGE SHIP WEIGHT PACKAGE UPC CODE PACKAGE CONTENTS UNITS IN PACKAGE

aCCXt400 6.50" x 6.25" x 9.60" 
(165 x 159 x 244mm) 1.26lb (0.57kg) 735029282693

In-Wall accessory, 
mount attachment 

hardware, installation 
instructions

1

Package Specifications

DImENSIONS (W x H x D) PRODUCT WEIGHT LOAD CAPACITy FINISH       AVAILABLE COLORS

aCCXt400  7.60" x 5.98" x 4.11" 
(193 x 152 x 104mm) 1.00lb (0.45kg) N/A Powder 

coat Black

Product Specifications

Model Numbers WarraNtY:   Limited 5-year

All dimensions = inch (mm)

 aCCXt400 SmartMountXTTM Recessed Power Outlet with Low Voltage In-Wall Cable Routing 
  compatible with Peerless-AV® SAX762PU and SAX772PU mounts

Peerless Industries, Inc.    2300 White Oak Circle    aurora, IL 60502    (800) 865-2112    (630) 375-5100    Fax: (800) 359-6500    peerless-av.com
  

Visit peerless-av.com to see the complete line of AV solutions from Peerless-AV, including flat panel mounts, projector mounts, carts/stands, furniture, cables, screen cleaners and a full assortment of accessories. 
                

© 2012 Peerless Industries, Inc. Peerless-AV® is a registered trademark and SmartMountXT™ is a trademark of Peerless Industries, Inc. All rights reserved.
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