
SPECIFICATIONS
Distance from wall (to front of rail) 36mm

Brackets supplied (per pack) 1

www.btechavmounts.com/bt8390-wfk1

The BT8390-WFK1 is a bracket designed to f ix BT8390 mounting rails 

onto walls and poles to install menu boards and other multi-screen 

conf igurations. The slim yet sturdy 6mm thick plate is designed for 

installations using the System X range and keeps the prof ile of f inished 

installations to a minimum. 

SYSTEM X™ 

RAIL MOUNTING BRACKET

BT8390-WFK1

* Use B-Tech's online configuration tool to automatically calculate the quantity required based on your configuration. www.btechavmounts.com/systemx-configurator

FEATURES
	� Designed to mount BT8390 horizontal rails to a wall or pole

	� Ideal for close-to-the-wall installations, mounts rails just 5mm from the wall

	� Required qty dependent on rail length (see chart above)

	� Attaches to BT7051 collars for rail mounting to poles

	� Keyhole mounting for easy installation

	� Vertical and Horizontal Centre Guides make positioning easy

	� All mounting hardware included

	� TUV certified

COLLAR
COMPATIBLE

TM

REQUIRED QTY PER RAIL LENGTH (LANDSCAPE INSTALLS*)

RAIL LENGTH QTY

0-2000mm 2pcs

2001-3500mm 3pcs

3501-5500mm 4pcs

5501-7750mm 5pcs

7751-8500mm 6pcs



BT8390-WFK1

SIDE VIEW FRONT VIEW  

TOP VIEW  

REAR VIEW  
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PRODUCT CODE NAME DESCRIPTION

BT8390 System X Horizontal Mounting Rail Sturdy mounting rail designed to support a variety of interface arms & mounts

BT7051 Heavy Duty Ø50mm Accessory Collar Use with BT8390-WFK1 to fit Mounting Rails across poles

BT8390-WFK2 System X Rail Mounting Bracket Alternative Rail Mounting Bracket for installs using tilt arms along a wall

BT8390-WFK3 System X Rail Mounting Bracket Mounts x2 rails parallel, ideal for use with BT8390-VESA800F and 1200F arms

RELATED PRODUCTS

ORDERING INFORMATION

COLOUR ORDER REF EAN

Black BT8390-WFK1 5019318501265

©
 2

02
4 

B-
Te

ch
 A

V 
M

ou
nt

s C
o.

 L
td

. A
ll 

rig
ht

s r
es

er
ve

d.
Th

e 
in

fo
rm

at
io

n 
in

 th
is 

sp
ec

ifi
ca

tio
n 

sh
ee

t r
efl

ec
ts

 th
e 

cu
rre

nt
 te

ch
ni

ca
l s

pe
ci

fic
at

io
ns

 a
t t

he
 ti

m
e 

of
 p

rin
t. 

 
W

e 
re

se
rv

e 
th

e 
rig

ht
 to

 c
ha

ng
e 

th
e 

te
ch

ni
ca

l o
r p

hy
sic

al
 sp

ec
ifi

ca
tio

ns
 w

ith
ou

t p
rio

r n
ot

ic
e.

 T
he

 B
-T

ec
h 

na
m

e 
an

d 
th

e 
B-

Te
ch

 lo
go

 a
re

 re
gi

st
er

ed
 tr

ad
em

ar
ks

 o
f B

-T
ec

h 
AV

 M
ou

nt
s C

o.
 L

td
 

A
ll 

ot
he

r b
ra

nd
s 

an
d 

pr
od

uc
ts

 a
re

 tr
ad

em
ar

ks
 o

f t
he

ir 
re

sp
ec

tiv
e 

ow
ne

rs
. A

ll 
B-

Te
ch

 im
ag

es
 a

nd
 sy

m
bo

ls 
ar

e 
ex

cl
us

iv
e 

pr
op

er
ty

 o
f B

-T
ec

h 
AV

 M
ou

nt
s C

o.
 L

td
 

B-
Te

ch
 a

cc
ep

t n
o 

lia
bi

lit
y 

fo
r l

os
s o

r d
am

ag
e 

ca
us

ed
 b

y 
im

pr
op

er
 in

st
al

la
tio

n 
or

 m
ou

nt
in

g 
on

 u
ns

ta
bl

e 
st

ru
ct

ur
es

. A
ny

 re
pr

od
uc

tio
n 

or
 re

tr
an

sm
iss

io
n 

or
 re

pu
bl

ic
at

io
n 

of
 a

ny
 p

ar
t o

f t
hi

s 
sp

ec
ifi

ca
tio

n 
sh

ee
t i

s s
tr

ic
tly

 p
ro

hi
bi

te
d,

 u
nl

es
s p

rio
r w

rit
te

n 
pe

rm
iss

io
n 

ha
s b

ee
n 

gr
an

te
d 

by
 B

-T
ec

h 
AV

 M
ou

nt
s C

o.
 L

td
 E

&O
E.

 

 45mm 

 1
4m

m
 

 22.5mm 

 1
58

m
m

 

 24mm 

 8
1m

m
 

 2
4m

m
 

 10.5mm 

 8.4mm 

 16mm 
 8.4mm 

 6
7m

m
 

 6
7m

m
 

 1
86

m
m

 

 6mm 

 9
3m

m
 

 4
8m

m
 

 9
0m

m
 

 8.4mm 

 22.5mm 

 45mm 

 1
4m

m
 

 22.5mm 

 1
58

m
m

 

 24mm 

 8
1m

m
 

 2
4m

m
 

 10.5mm 

 8.4mm 

 16mm 
 8.4mm 

 6
7m

m
 

 6
7m

m
 

 1
86

m
m

 

 6mm 

 9
3m

m
 

 4
8m

m
 

 9
0m

m
 

 8.4mm 

 22.5mm 

www.btechavmounts.com/bt8390-wfk1


