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BT8390-SP

Notches in the product allow the correct 
screen size to be quickly identified

Thumbwheel allows the setting on the 
spacer to be fixed in place

Set row 

distances for 

video wall 

installs

Simply hooks onto BT8380-JPK to space 
mounting rails to the desired screen size

SYSTEM X™ 
ROW HEIGHT 
ADJUSTMENT SPACER

Easy to use design gives clear and precise 
measurement

B-TECH PROFESSIONAL

FEATURES

�� Designed to speed up installations of 46", 47", 55" and 60" videowalls 
�� Increment notches in the product allow the correct screen size to be 
quickly identified and set into place using the thumbwheel
�� Dramatically shortens install times by eliminating on-site calculations
�� Supplied with all System X off-the-shelf videowall solutions as standard
�� Re-suable for future builds

SPECIFICATION

Steel thickness 2mm

Screen size increments 46", 47", 55" and 60"

Maximum extension                                                                                 942mm

Colour Black

The BT8390-SP row height spacer is designed to set the 
distance between two horizontal mounting rails for landscape 
video wall installations. The spacer simply hooks over 
BT8380-JPK and is incremented to make it compatible 
with 46", 47", 55" and 60" screens. This product is a useful 
tool that dramatically shortens install times by eliminating 
on-site calculations, while creating perfectly spaced video 
wall solutions.

M A N U F A C T U R E R  O F  T H E  Y E A R

TM

To set the distance between the BT8390 mounting 
rails set Spacer to the desired screen size, place on 

the top BT8380-JPK & adjust the below JPK to the 
bottom groove on the Spacer.
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technical drawings
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ACCESSORIES and RELATED PRODUCTS

PACKING INFORMATION

Mounting Rail fits to columns, walls or 
poles using System X components

bt8390-030/050/070/150/175/200 BT8390-jpk

Joining Plate Kit must be used to mount 
horizontal mounting rails to vertical columns

Colour: Order Ref: EAN Code:

Black BT8390-SP/B 5019318501258

BT8390-VESA400MAF

BT8390-VESA400MAF Arms with micro-
adjustment for accurate positioning

BT8380-060/180/240

Vertical Support Column provides a platform 
for freestanding, mobile or bolt down solutions
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original designs by b-tech av mounts - registered designs & patents apply
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