
The 
Lectern 
Reimagined.

Heckler Lectern 4U 
H920C



*Shown with optional accessories



H920C includes the core elements of Heckler Lectern 4U. 
Modesty Panels, Console Inserts, and other accessories are 
sold seperately.



*Shown with optional accessories



Features

Sit/Stand motorized 
desktop height adjusts 
from 30 inches to 50 
inches.

Large desktop gives 
instructors room for their 
computers, documents, 
keyboard, mouse, and 
more.

Fully accessible, ADA-compliant, and 
provides an identical experience for 
standing and seated instructors. 

Future-proof console area includes:

Two console insert areas for 
embedding mic chargers, courtesy 
cables and outlets, control panels, and 
more.

Two mounting holes for display arms, 
document camera, lights, and other   
AV gear.

Heckler Lectern revolutionizes the conventional lectern, 
dramatically enhancing the experience for instructors, audio-
visual professionals, and students alike. Designed with universal 
accessibility at its core, it ensures effortless use for everyone. 
Its future-proof technology integration anticipates evolving 
digital needs, ensuring long-term relevance and efficiency. 
Moreover, its aesthetically pleasing design is crafted to appeal 
to all members of your organization, blending form and function 
seamlessly. Discover a lectern that not only meets but exceeds 
the expectations of every user, making it a valuable addition to any 
educational or professional setting.
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Features

Two stacks of 2RU 
component racking 
concealed  inside the 
desktop.

Innovative component 
layout makes integration 
a breeze by positioning 
components directly 
next to displays, control 
screens, and courtesy 
outlets.

Easy-lift desktop offers quick and 
secure access to components and other 
gear.

Interior floor features grid for easy wire 
management, gear mounting, and 
passive airflow.

Full aluminum and steel construction for 
strength, durability, and recyclability.
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Features

Obscured rear surface features two 
pass-through cable grommets and 
mounting locations for two 80mm 
exhaust fans.

Side and rear walls feature mounting 
locations for modesty panels. Modesty 
panels are sold seperately to enable 
last-mile intstallation, and a wide variety 
of customization.
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H920C Heckler Lectern 4U

SKU

Color   

Shipping Dimension

Shipping Weight

Warranty

Country of Origin

Height Adjustable Range

Maximum Load Capacity

Material

In the Box

Specifications

H920C-WT

H920C-BG

White.

Black Grey.

Custom colors available. 16-unit MOQ.

41.2 x 48.2 x 7.2 inches (1047 x 1225 x 183 mm)

101 lbs (46 kg)

Lectern 4U Main Body - 2 years

Lectern 4U Sit/Stand Lifting Columns - 5 years

Lectern 4U Sit/Stand Control Components - 5 years

US

19.7 inches ( 30in to 49.7in AFF)

250 lb.

Powder coated Steel

Powder coated Aluminum

Stainless Steel

Bioplastics

Lectern 4U Main Body

Lectern 4U Sit/Stand Lifting Columns

Lectern 4U Sit/Stand Feet

Lectern 4U Sit/Stand Control Components
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For more information, contact
Heckler or your favorite Heckler
Authorized Dealer.

hecklerdesign.com
sales@hecklerdesign.com
(844) 432-5930

21.2 inches

6.1 inches

Heckler Lectern is meticulously designed to meet ADA standards, ensuring 

optimal knee clearance, accessible chair positioning, appropriate desktop 

height, and convenient reach requirements. This commitment to inclusivity and 

ergonomic design makes it an ideal choice for diverse environments, catering to 

the needs of all users.


